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TECHNICAL SPECIFICATIONS  
  
TYPICAL ENERGY OUTPUT INTO 
500 OHMS LOAD (JOULES) 

7.6J 

OUTPUT VOLTAGE INTO A OPEN 
CIRCUIT 

9600V 

HIGH OR LOW VOLTAGE MODES, 
ALARM MONITORING IS ENABLED 
IN BOTH MODES 

YES 

OUTPUT VOLAGE SETTINGS CAN 
BE CHANGED FOR BOTH THE HIGH 
AND THE LOW VOLTAGE MODES 

YES 

NUMBER OF HIGH VOLTAGE 
MONITORED ZONES 

1 

NUMBER OF EARTH LOOP 
MONITORED ZONS 

1 

ADAPTIVE POWER TECHNOLOGY 
(APT) REDUCING FALSE ALARMS 
AND ARCING ON THE FENCE 

YES 

FENCE INTERFERENCE DETECTION YES 

EF-ED18 
 

  
 

 

 

 
KEY FEATURES: 
 

• HIGH VOLTAGE OUTPUTS 
• CONTROLS AND DISPLAYS 
• GATE AND PANIC BUTTON INPUTS 
• ALARM OUTPUTS 
• BATTERY BACKUP SYSTEMS 
 

  

 
 

 

 

DRUID 18 LCD ENERGIZER  
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FROM FOREIGN ENERGIZERS 
KEYPADS FOR THE REMOTE 
CONTROL OF THE ENERGIZER 

2 MAX 

TAG SWITCH – TO CONTROL THE 
ENERGIZER WITHOUT USING A 
KEYPAD 

YES 

REMOTE ON/OFF INPUT YES* 
DISPLAYS THE OUTPUT AND 
RETURN VOLTAGES 

YES 

DISPLAY TYPE LCD 
TIMED GATE SWITCH INPUT, USED 
TO MONITOR OPEN AND CLOSING 
OF THE GATE 

YES* 

PANIC BUTTON INPUT YES* 
SIREN OUTPUT, TIME 
PROGRAMMABLE 

YES 

STROBE LIGHT OUTPUT TO 
VISUALLY INDICATE AN ALARM 
CONDITION 

1 

MAINS SUPPLY VOLTAGE*** 230V 
TYPICAL POWER CONSUMPTION 
UNDER NORMAL OPERATING 
CONDITIONS 

25VA 

INTERNAL BATTERY BACKUP 
SYSTEM IN CASE OF POWER 
FAILURE, CAPACITY OF BATTERY 

7 AH 

TYPICAL STANDBY TIME, WITH A 
FULLY CHARGED BATTERY 

24 HRS 

SOLAR POWER PANELS CAN BE 
CONNECTED TO POWER THE 
ENERGIZER (RECOMMEND WATT 
SIZE OF 24 HR OPERATION)** 

140 WATTS 

SOLAR VOLTAGE REGULATOR 10 AMP 
DEEP CYCLE BATTERY SIZE 
RECOMMENDED IN AMP HOURS 
(20% DISCHARGE OVER A 24 HR 
CYCLE) 

150 AH 

 
 
YES* INDICATES THAT THIS FUNCTION IS AVAILABLE AT THE COST OF ANOTHER FUNCTION. OUTPUT 
ENERGY IS A FUNCTION OF COMPONENT TOLERANCE AND ENERGY SETTINGS, AND IS REDUCED DURING 
POWER FAILURE. 
 
** SOLAR PANEL SIZES AND BATTERY CAPACITIES ARE BASED ON THE EXPOSURE TO SUNLIGHT IN 
SOUTHERN AFRICA AND CAN CHANGE DEPENDING ON THE LOCATION OF THE SOLAR PANELS. 
 
*** ALL ENERGIZERS ARE MANUFACTURED WITH A 240 VOLTS TRANSFORMER, 110 VOLTS ARE AVAILABLE 
ON REQUEST. BATTERIES ARE SUPPLIED AS A STANDARD. 
 


